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HIFLO SERIES

Specification Sheet

oteel Mandrel System with 318 Stainless Steel Cartridge
and Over-Pressure Relief Valve

Model: HF400ENEA Shielded
Description: HIFLO™ 400 Series 3 mandrels , mult-siage

System ( 6 siage system standard )
Lrameter: 4.50° (1143 cm )

Length (13.08" Mom)
End Conneciiming:

Cartridges:
Langth:
Cianvetes
Miley ial.
Terrmperaiune:
Sernice;

Fressure:

157 (398,60 cim )
2-7/8" EU Bid Bun

228" (5§58 ¢ )

2.08" ( 5.08 cm )

316 Staindess Steel, w' 304 shield tube
Service to 400° F

Lan Fressure Wash o clean

Dperating ervironment pressures (o

5000 psi. Cartridge diflierential
pressuras to 500 psi

Wumber of mandrels [ 3)
Cartridces per mandrel [ &)

HIFLD saries A" shisldad cartridge rating iz 40

: Bpd per choice of sl 100 w130 miaun @tng,

For higner capacities, extension urits
may be added. Tavdem coupling allows
casacities to 10,000 bpd

auject o spachied Micron Rating
and APl Gravity of Fluid

1968 ITREM Poton! A0H0S1 8B ind addbionsd Palenris ponding




