
         MODEL                        PGXPR20     PGXPR25 
Pump Type  Insert Rod Pump       Insert Rod Pump 
API Pump Size  2-⅜" Insert (API 20)      2-⅞" Insert (API 25) 

Yes        Yes 
Capacity:  Use 1 ft per 10-15 BFPD       Use 1 ft per 10-15 BFPD 
Dimensions  Max. OD = 1.75" x  102" OAL     Max. OD = 2.06" x 103" OAL 
Micron Ratings  100                       100 
Pressure:  To 3000 PSI       To 3000 PSI 
Temperature  To 400° F       To 400° F 
Pump End Connection 1.0" NPT                       1-¼" NPT 
For Higher Capacity Thread Multiple Units Together End-to-End 
 
 

Typical Description: 
PumpGard™ Model PGXPR for protecting API insert pumps; 
PGXPR2(x)08-100M24; 1.0" (or 1.25") NPT API standardized pin up gas anchor dip tube base 
connection to 2-⅜" (or 2-⅞") insert pump, with 316 stainless steel matrix core #M24-125, 100 
micron control point and CrossBar™ high productivity reservoir interface shroud.   
Optional:  Factory install PAB20-100 over-pressure control relief valve and 6" strainer nipple. 

Field Proven PumpGard™  Rod Pump Intake Protection 
Improves Pumping Productivity 

Bring it on line... keep it on line... is the bottom line. 

An Example of Success 
A major operator was experiencing repeated pump failure due to sand cut and gas lock.  The existence of 
abrasive conditions from both sand and formation abrasives caused two problems:  First, the need to set the 
pump 150 ft above the perforations in an attempt to reduce abrasive action and second, pump failure was 
occurring every 37 days.  PumpGard was installed and 310 days later no service had been required.  Addi-
tionally, the pump was lowered in closer proximity to the perforations resulting in increased production. 
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SC2000TM Series XPRTM Example 
Capacity Ratings for General Applications 

 
Capacities to thousands of BPD and more by threading units end-to-end to reach capacity required. 

Contact the Applications Engineering Dept. of Stren for well configuration and support assistance. 
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Product Description Oil Well Production 
Completions 

Gas Well De-watering 
Completions 

Completion Series Stren XPR2012 CrossBar™:  2-3/8" 4.7# 
J55 base, 8rd EU connections, 100 micron control point 
and CrossBar™ high performance shroud.  Max OD = 
3.20" x 15 ft OAL with 1.5 ft bare pipe handling ends.   

Based on average 
conditions,  

conventional  
+/- 30 API gravity 

Gas Well Post Frac 
Applications 

Completion Series Stren XPR2512 CrossBar™:  2-7/8" 6.4# 
J55 base, 8rd EU box connections, 100 micron control 
point and CrossBar ™ high performance shroud.  Max. 
OD = 3.70" x 15 ft OAL with 1.5 ft bare pipe handling 
ends.      

Based on average 
conditions,  

conventional  
+/- 30 API gravity 

Gas Well Post Frac 
Applications 

Completion Series Stren XPR3012 CrossBar™:  3-1/2" 9.2# 
J55 base, 8rd EU box connections, 100 micron control 
point and CrossBar ™ high performance shroud.  Max. 
OD = 4.35" x 15 ft OAL with 1.5 ft bare pipe handling 
ends.      

Based on average 
conditions,  

conventional  
+/- 30 API gravity 

Gas Well Post Frac 
Applications 
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1 0 BPD,  200 BFPD, 

200 BPD, 250 BFPD, 

240 BPD, 300 BFPD, 
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